
 

 

 

Standard 
 EN 420:2003 Protective gloves 

General requirements and test methods  

Dexterity: Dexterity: Dexterity: Dexterity:     4444     ���������������� 

 

        4545454542424242    

EN 388:2003  
Abrasion resistence:        4444    ����������������    
Cut resistence:        5555    ��������������������    
Tear resistence:        4444    ����������������    
Puncture resistence:        2222    �������� 

 

 

    
 

    

 

 
RAZORBILL   
knitted seamless gloves (Sap code: 0113 0012 99 xxx) 

Description 
Knitted seamless gloves from modified glass fibre, 
Spandex® and nylon, with HCT nitrile layer on palm and 
fingers, cut resistance class 5, elastic cuffs. 
 

Typical industries 
• machinery 
• warehouses 
• light industry 
• engeneering 
• automotive industry 

Typical applications 

  

style construction liner material 
coating 

material 
cuff 
style 

palm 
thickness 

colour 
cuff 

lenght 
mm 

EN 
size 

packing 

RAZORBILL 
knitted 
seamless 

modified glass fibre, 
Spandex® and nylon 

HCT nitrile 
layer 

elastic 
cuff 

0,5-1,5 
grey / 
black 

230-270 7-11 
12 pairs in bag 

120 pairs in a carton 

 


