
 

 

1st VIBRA-X 
polyester/spandex gloves (Sap code: 0101 0123 60 xxx)  

 
Standard 

 

 

 EN 420:2003   Protective gloves 
General requirements and test methods  

 

 

  3221 

EN 388:2003  
Abrasion resistence:  3 ��� 

Cut resistence:  2 �� 

Tear resistence:  2 �� 

Puncture resistence:  1 � 

 EN ISO 10819:1997   Hand protection against 
vibrations 

 

Description 
Hi-Vis polyester/spandex gloves back, 
Waterproof and Breathable membrane, 
microfiber synthetic leather palm- fast dry, 0,8 
mm, with special vibration foam, high quality 
silicone print grip on fingers. syntetic leather 
nails cover, polyester lining. Neoprene cuff with 
Velcro closure Plastic hook with numeric size 
marking per pair. EN ISO 10819 

Typical industries 
• machinery  
• automotive industry 
• warehouses 
• light industry 

Typical applications 

  

style construction 
liner 

material 
coating 
material 

cuff style 
palm 

thickness 
colour 

cuff 
lenght 
mm 

EN 
size 

packing 

1st VIBRA-X 
polyester / 
Spandex 

100% 
polyester 

microfiber 
neoprene 
cuff with 
Velcro 

0,5-1,5 green 250-270 9-11 
1 pair in a bag 

24 pairs in a carton 

 


